System Integration

POP-8300A/B Free Chlorine/CLO,/pH/Temp Online
Analysis Dosing & Control System Integration

« Technique features:

Measurement Range:
Free Chlorine: (0.01 ~ 2.00)mg/L(ppm) (0.01 ~ 20.00)mg/L(ppm)

Gl0): (0.01 ~2.00)mg/L(ppm) (0.01 ~20.00)mg/L(ppm)
pH: 2.00 ~ 12.00
Temp.: (0.0 ~99.9)C (Temp. comepensation component Pt1000)
Solution:
Free Chlorine: 0.01mg/L
CLO;: 0.01mg/L
pH: 0.01
Temp.: 0.1L%
Accuracy:
Free Chlorine: 90% confidence interval =10 % FS % Application:
CLO: 90% confidence interval £10% FS Widely used for online monitoring Free Chlorine/CLO,
i sy in residential & dringing water or food industries. It is
Tomp: = e designed for constructing swimming ppol. SPA,
Medium: .
] water-fun facilites.
pH: 6.0 ~ 8.0 (only for Free Chlorine application)

Temp.: (0.0 ~40.0)C
Analog output: Double channels isolated (4 ~ 20)mA output.

instrument/transmitter mode for selection % Order direction:

Control output: Triple channels photo-electrical semiconductor Basic order units:
Load capacity: 50mA(max) AC/DC 30V POP-8300A Free Chlorine. pH. Temp Online Analysis
Sample flow: (250 ~ 350)mL/min Dosing & Control Integration System
Communication port: RS485. MODBUS RTU protocol POP-8300B CLO .. pH. Temp Online Analysis Dosing
Power supply: AC 220V+10%. S0Hz & Control Integration System
Power consumption: <5.5 Probe and accessories:
Working environment: Temp. (0 ~ 50)C: Free Chlorine/CLO probe: CL6403-13

humidity <85%RH (none condensation) pH probe: pH-0410
Storage environment: Temp. (0 ~ 60)C: Temp Probe: TE-1120-10

humidity <85%RH (none condensation) Flow cell: P33/P35

Protection level: IP54 (plastic cablnet, integration system)
Cabinet material: PC

Cabinet size: 460mm>350mm>165mm (HxW <D)
Installation: Wall mounted
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