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·Õ ṌàÍÊ
ÍØ³ËÀÙÁÔ
¤ÇÒÁ¹Óä¿¿‡Ò
·Õ ṌàÍÊ
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·Õ ṌàÍÊ
ÍØ³ËÀÙÁÔ

áª¹á¹Å
ÃÕàÅÂ�
¡ÓÅÑ§ä¿

áª¹á¹Å
ÅÑ¡É³Ð

¤ÇÒÁµŒÒ¹·Ò¹ loop
¤ÇÒÁáÁ‹¹ÂÓ

áËÅ‹§¨‹ÒÂä¿

ª‹Ç§¡ÒÃÇÑ´

¤ÇÒÁÅÐàÍÕÂ´

¤ÇÒÁáÁ‹¹ÂÓ

( 4~20 ) mA

Control contacts

¤‹Ò¡ÒÃ¹Óä¿¿‡Ò¤§·Õè

¡ÒÃª´àªÂÍØ³ËÀÙÁÔ

ÊÀÒ¾áÇ´ÅŒÍÁã¹¡ÒÃãªŒ§Ò¹
ÊÀÒ¾áÇ´ÅŒÍÁã¹¡ÒÃà¡çºÃÑ¡ÉÒ

¢¹Ò´´ŒÒ¹ËÅÑ§à¤Ã×èÍ§
¡ÒÃµÔ´µÑé§
ãªŒä¿¿‡Ò

¤ÇÒÁÂÒÇÊÒÂâ¾Ãº
¢¹Ò´ (¡xÂxÊ)

»ÃÔÁÒ³
»˜�Á¡Ç¹

¹Ò�Ô¡ÒµÑé§àÇÅÒ

10.cm-1 Graphite Sensor
AC 220±10%
10.00 (cm-1)

0.5~20.000 mS/cm (20,000 µS/cm)
0.25ppm~10,000ppm

0~50 íC (Temp. compensation component : NTC10K)
1uS /cm; 0.01mS/cm

0.01ppm
0.1 íC
1.5% (FS)
1.5% (FS)
±0.5 íC

0~50 íC (with 25 íC as standard)
Single channel, isolated

Reversible, fully adjustable, instrument 
400Ω (max), DC24V ;

±0.1mA
Single channel

SPDT
AC 220V/3A Max ; AC 110V/5A Max; DC 24V/3A Max

Temp: 0~50 íC; relative humidity: ≤85%RH, (none condensation)
Temp: -20~60 íC; relative humidity: ≤85%RH, (none condensation)

91x91 (W×H)
Panel mounted, fast installation
220V , 50Hz
500 «Á.

203×317×152 ÁÁ. (8×12.5×6 ¹ÔéÇ)
250~300 ÅÔµÃ
«×éÍà¾ÔèÁ
«×éÍà¾ÔèÁ

165×317×406 ÁÁ. (6.5×12.5×16 ¹ÔéÇ)
1,000~3,000 ÅÔµÃ
«×éÍà¾ÔèÁ
«×éÍà¾ÔèÁ

ÃØ‹¹ÊÔ¹¤ŒÒ PONPE 594HD1 PONPE 594HD2
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