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TM-801

TENMARS TM-801

TM-802
USB Datalogger

TENMARS TM-802
CO Meter Temp / Datalogging

SET HOLD REC MAXMINAVE STE

usB

Carbon Monoxide Meter

General Description

® Adjustable alarm : Adjustable alarm threshold level
(25/35/50/100/250/400/800/Randomly Adjustable);
Enable / Disable alarm.

® Dual and digital display of the CO and temperature measuring.
® Maximum / Minimum / Average hold.

® Data hold(HOLD).

® | ow battery indication "

® | ED Backlight.

® Auto power OFF and disable function.

® USB PC Interface. (TM-802)

® Data logging capacity up to 8000 reading. (TM-802)

® Choose the recording interval. (TM-802)

Technical Specifications
Characteristics

® Accuracy is indicated as [% of reading +ppm]. It is referred to the
following reference conditions : 23°C=+ 5°C with RH <75%.

CO (Carbon monoxide)

® Range : 0 ~1000ppm
® Resolution : =1ppm
® Accuracy : 2(5% =2ppm)

® Repeatability : < 2%

Response time < 30 seconds.

® Zero drift in long term < Sppm.

® Sensitivity drift < 5%. (per year)

® Typical sensor life 3 years.

The response time refers to the fixed value of 90% of the value.

Temperature

® Range 1 -20~50°C / -4~122°F.
® Resolution : =0.1°C/ =0.1°F.

® Accuracy : £1.0°C/ £1.8°F.

General data
® 4 dgt LCD with maximum 1000 counts.
60mm(W)x47mm(L) monochrome LCD and backlit.
® Sample rate : 1 time / second.
® Dimension : 156x73x35mm. (LxWxH).
® Weight : approx 250g. (Batteries not included)
® Power Supply : UM-4(AAA)1.5Vx 6 PCS or AC 100~240V
DC 9V / 0.5A(9mm) Adapter.
® Battery life : approx 90 hours.
® Operating Temperature & Humidity : -20°C to +50°C,<80% RH.
® Storage Temperature & Humidity : -10°C to +50°C,<70% RH.
® Data output : USB PC serial interface.
® Standard Accessories :
UM-4(AAA)1.5V battery x6 PCS
User's manual ~ USB cable. (TM-802)
AC100~240V DC9V/0.5A(9mm)x1(TM-802)
Install CD disk (TM-802)
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