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Thermal Imaging Camera AMF101
Specifications: 

1.  Display: Color display  
2. Resolution: 60x60  
3. Total pixels: 3600  
4. FOV/Shortest focal length: 20°x20°/0.5m 
5. Thermal sensitivity: 0.15°C  
6. Measuring mode: Infrared foc
7. Temperature range: -20°C~300°C
8. Measuring accuracy: 2%/±2°C 
9. Wavelength range: 8~14μm  
10. Image frequency: 8Hz  
11. Emissivity: 0.1-1.0 Adjustable 
12. Focus Mode: Fixed  
13. Palette: Iron color, rainbow, black and white 
14. Image Storage: 32G card  
15. File Format: JPG  
16. Set control: Unit Adjustment/Language/Date 
17. Battery: 4 x AA Battery  
18. Operating temperature: 0°C~50°C 
19. Storage temperature: -40°C~70°C
20. Humidity: <90%RH  
21. Vibration: 2G,IEC 60068-2-6 
22. Drop resistance: 2m  
23. Size: 230x80x52mm  
24. Weight: 410g  
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Thermal Imaging Camera AMF101 

est focal length: 20°x20°/0.5m  
 

Measuring mode: Infrared focal plane measuring temperature  
20°C~300°C (-4F°~572°F) 

Measuring accuracy: 2%/±2°C  
 

1.0 Adjustable  

olor, rainbow, black and white  

Set control: Unit Adjustment/Language/Date Time Format/automatic shutdown  

perating temperature: 0°C~50°C  
40°C~70°C 
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