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VISCOSITY CUP
 

 
DESCRIPTION 

• For flow times: 25~150 seconds.

• Orifice diameter: 4mm.

• Viscosity range: 112

• Volume:100ml±1ml 

• Material: cups-aluminum alloy; 

stainless steel 

• This specification replaced by EN ISO 2431.

 

 

 

DESCRIPTION 

• Mouth hole diameter: Φ 4 + /

• Capacity: 100 ml 

• Cup body material: aluminum alloy

• The cup aperture material: stainless steel

• Ideal measuring range: 96 to 683 cSt

• ordering information: DIN viscosity cup, 

portable DIN viscosity cup

 

 

 

 

MODEL : DIN 4 

MODEL : DIN 53211

ถนนลําลูกกา ตําบลคูคต อําเภอลําลูกกา จังหวัดปทุมธานี  

VISCOSITY CUP 

For flow times: 25~150 seconds. 

Orifice diameter: 4mm. 

Viscosity range: 112-685 cSt. 

 

aluminum alloy; Aperture-

This specification replaced by EN ISO 2431. 

Mouth hole diameter: Φ 4 + /-0.02 mm 

Cup body material: aluminum alloy 

The cup aperture material: stainless steel 

range: 96 to 683 cSt 

ordering information: DIN viscosity cup, 

portable DIN viscosity cup 

 

DIN 53211 

www.ponpe.com 

http://www.ponpe.com/%E0%B9%80%E0%B8%84%E0%B8%A3%E0%B8%B7%E0%B9%88%E0%B8%AD%E0%B8%87%E0%B8%A7%E0%B8%B1%E0%B8%94%E0%B8%84%E0%B8%A7%E0%B8%B2%E0%B8%A1%E0%B8%AB%E0%B8%99%E0%B8%B7%E0%B8%94.html
http://www.ponpe.com/

