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DIGITAL DUROMETER 

เครื�องวัดความแข็ง
 

 
FEATURES 

• Large LCD display for easy reading. 
• With data output.  
• On/off switch.  
• Zero setting at any position. 
• Holding measured display values. 
• Battery: 1.5V battery  
• Type A & Type D: Can be used to measure the Rubber, 

Hard-resin, Glass, Thermoplastic plastics,
Printing plates, Fiber, etc.  
Type C: Can be used to measure the Hardness of Foam, 
Sponge, Shoes with incorporates material, etc.

SPECIFICATION 

Order No. Range Resolution
TA300A 0 – 100HA 0.5HA
TA300D 0 – 100HD 0.5H
TA300C 0 – 100HC 0.5H

 

MODEL : TA300 

ถนนลําลูกกา ตําบลคูคต อําเภอลําลูกกา จังหวัดปทุมธานี  

DIGITAL DUROMETER  

แข็ง 

Large LCD display for easy reading.  

Zero setting at any position.  
Holding measured display values.  

Type A & Type D: Can be used to measure the Rubber,  
Glass, Thermoplastic plastics, 

 
Type C: Can be used to measure the Hardness of Foam,  
Sponge, Shoes with incorporates material, etc. 

Resolution Contact point 
0.5HA 0.79mm diameter 
0.5HD SR0.1mm 
0.5HC SR2.5mm 

TA300 Series 
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