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Humidity & Temperature MeterGM1361+
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ltems Measuring range Resolution Response time Response time 1.Data access
Tempergreon _sg-1300°C 0.1°C +£2.0°Cor £0.4% 305 Smcdemig
thermocouple ] e Wi 3. Temperature reading lock
Environment -10~50°C 118 b o H£1.0°C 30S 4. Auto turning off
temperature 5. Alarming for over high/ low
Environment 0~99.9%RH 0.1%RH +5% 6S temperature value preset
RH 6. Heat coupling
Dew point 20 ~50°C 0.1°C +9°¢C 305 7.M|n|_mum temperature value
temperature 8. Celsius temperature
9. Dew point temperature

:\fet b”lbt -20~50°C 0.1°C £2°C 305 10. Wet Bulb temperature
emperatur ;

P wx 11. Fahrenheit temperature
Operation environment -10°C - 50°C (14°F - 122°F) <80%RH non-condensing 13, Recolrdlimeryal
Storage environment -20°C - 60°C (-4°F - 140°F) 0%RH-90%RH 13, Humidityunit

: . 14. Humidity display

Sampling frequency 2.0times/sec

15. Sound alarm
Powered by 4*1.5V Batteries 16. Minimum humidity

17. Humidity lock
1.LCD L:J.La

Tim 18. Maximum humidity reading
| 19. Over high/low humidity alarm
2.Switch key between temperature units

20. Temperature display

3.Hold key for temperature reading/Up key e 21. Average temperature

4.Hold key for humidity reading/Down key 22. Maximum temperature value

5.0n/off and backlight key TG | gl 23-Batteryvolume
; ; . ; i I = 25. Data record
6. Key to pick up max and/or min humidity readig LHE

T.Key to pick up max and/or min temperature reading

8. Temperature/humidity sensor 1 2 3
9. K-type heat couple /f— | “REC READ DEL g ';
; _— | = 43 [N MAX AVG MIN TYPE K HILOW
10. Interface with humidity and temperature sensor N ——— ! gy T R %
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