Measuring range *10kPa; 1.Large LCD
Accuracy +0.3%FS0(25°C) 2.Data hold
Response Typical 0.5 3 With differential mode and record mode

4,USB port

Low battery indication Yes
I 5.Reset and data adjustment
Up overload indication ~ Errl S .
L 6.Low battery indication and automatic power off
Down overload indication Err2 i

7 Temperature compensation

Operating temperature 0~50°C

Storage temperature -10~60°C & B 66
. LR 2/
Power supply 1.5V AAA battery™4 1.Data hold function b —
BOLE  RECLEL: ! (o=
USB communication Yes 2.Record mode @' OWFFERENTIAL PRESSURE
H H {6} MAX MIN  AYG
Repeatability +0.2%(Maximum+/—0.5%FS0) 3.US8 communication =
| ) . 4.Low battery indication @ m E E E
Unit Range Resolution Maximum 5.DIF mode LI
pressure oy bar mbar Kpa Kghom' membg omH,O
6.Minimum/ maximum value (B} ot imig 0 e e mi
bar 0.100 0.001 0.500

B.Pressure unit

mbar 100.0 0.1 500.0 i o “BEE EE

kPa 10.00 0.01 50 9.Record time ®
l‘tgf,.f’cm2 0.101 0.001 0.509

mmHg 75.0 0.1 375.0

cmH20 101.9 0.1 509.5

0zf/in? 23.20 0.01 116.00

psi 1.450 0.001 7.251

inHg 2.95 0.01 1476

inH20 40.1 0.1 200.5

ftH20 3.34 0.01 16.70
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