Pro Series
Handheld Meters
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PRO series meters are designed
to be robust and durable.
Water resistant & powered by
common two AA batteries.
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Removable/ Replaceable
sensor.

k3

pH Meter
PH-200
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SPECIFICATION COM-300 (EC /TDS / pH / Temp) COM-100 (EC /TDS / Temp) PH-200 (EC / Tem
RANGE pH :0.0-14.0 pH EC:0-9990 pS;0 - 9.99 mS pH :0.0-14.0 pH

EC:0 - 9990 S;0 - 9.99 mS TDS :0 - 8560 ppm (mg/L); 0.7 (442) scale,

TDS :0 - 8560 ppm (mg/L); 0.5 (NaCl) scale; 0-5000 ppm (mg/L); 0.5 (NaCl) scale

0.7 (442) scale, 0 - 5000 ppm (mg/L) 0-8.56 ppt: 0.7 (442) scale, 0-500 ppt; (NaCl) scale

TEMPERATURE 0.1 - 50°C; 32- 122°F (0.1 °C/ °F) 0.1 - 55°C; 32- 130°F (0.1 °C/ °F) 0.1 - 55°C; 32 - 13(
ATC Yes Yes Yes
ACCURACY pH:+ 0.1 /EC/TDS : + 2% /Temp : + | °C/°F +2% +0.1pH
RESOLUTION pH:0.1 pH EC:0-99:0.1uS;0 - 999: 1 pS; 1000 - 9990: 10 pS pH:0.01 pH

EC:0-999: 1 uS; 1000 - 9990: 10 pS 0-9.99 mS:001 mS

0-9.99 mS:0.01 mS TDS:0-99:0.1 ppm; 100 - 999:1 ppm

TDS :0-9990 ppm(mg/L) 0-9990 1000 - 9990: 10 ppm ;0 - 8.56: 0.01 ppt
CALIBRATION pH : Auto / EC &TDS : Digital to any point Digital Calibration by push button Auto-calibration
POWER SOURCE 2 x AAA batteries 2 x AAA batteries 2 x AAA batteries
DIMENSIONS 185x34x34cm 185x34x34cm 185x34x34cm

(7.3 x 1.3x 1.31in) (7.3x 1.3x 1.3in) (7.3x 1.3x 1.31in)
WEIGHT 124 g (4.4 oz) (with batteries) 127 g (4.5 oz) (with batteries) 127 g (4.5 oz) (with
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