Monitors

Q C o 1 Quick Check 1 Monitors provide peop.le monitoring the Purrﬁcatlon process of their
; water an easy way to either get a quick display of water quality or to
* With the push of a button, the unit test actual water purity of feed water (input water) and product
c,:laysagreen or red light, QUICK CHECK MONITOR S f HM Diital’ d ff
icating good water quality or water (output water).Some o igital’'s products offer you up to

3 test points of the purification. The different applications where
monitoring is important include drinking water filtration using Reverse

that service is required, respectively
» Tests for TDS or conductivity levels

= l(EtiSEip swmg)mable o Osmosis (RO) or Deionized water (DI), purification of water before
. Bn'ghtp LED lights adding nutrients ponics solution or even for the Aquarium

« Simple to use

SM-1 Single TDS Monitor DM-1 Dual TDS Monitor
* Displays the TDS level of a single * Displays TDS levels of the feed
water line TDS MONITOR Wamd productvmtermm
S in sensors
Works with d.1e push of a button « A cgueialdiyice for iy warer
* Auto-off function conserves battery filter system

power; unit shut off automatically
after|0 minutes of non-use

* Comes equipped with |/4" T-itting
(also available with 3/8” or 1/2)

» Great instant check for system
performance

* Comes equipped with 1/4” Titting
(also available with 3/8" or 1/2")

- + Simple to use >

TRM-1 Triple TDS Monitor

*Three-line TDS monitor
* |deal for multi-system applications,

DM-2 DualTDS Monitor

« All of the benefits of the
DM-1, Plus: '
*Al -to-read LCD display T v

Sphchprocthousng Db TDS vk e i
* Shielded, water-resistant cables wrd': z'sree sensors P
* Sliding bracket with variable

mounting options *» Comes equipped with |/4” Tittings

*Sleek design (also available with 3/8" or 1/2")
* Longer sensor cables * Simple to use
* Digital calibration DM-2EC: Duai EC Monitor

* Optional 12V AC power adapter

SPECIFICATION PM-1 PM-2 QC-1 SM-1 DM-| DM-2/DM-2 EC
RANGE TDS:0-200 ppm Eso_ %.388(:] Sppm TDS:0-9990 ppm TDS:0-9990 ppm ?E-CDSO ggggou%pm
ACCURACY +2% *3% +2% +2% +2%

RESOLUTION n/a n/a 0-999: | ppm; 1000-9990: 10 ppm ~ 0-999: | ppm; 1000-9990: 10 ppm ~ 0-999: | ppm; 1000-9990:
ATC Yes (I -65°C/33 - 149°F) n/a Yes (I - 65°C /33 - 149°F) Yes (1 - 65°C/ 33 - 149°F) Yes (1 - 65°C /33 - 149°F
CALIBRATION Factory calibrated only Factory calibrated only Analog to any point Analog to any point Digital to any point

SET POINT Set by dip switch Eight options (max 50 ppm/ 100 uS)  n/a n/a n/a

ALARM Lights and audible alarm Red/green light (no audible alarm) n/a n/a n/a

SENSOR 1/4” quick connect 1/4” quick connect 1/4” quick connect 2 x 1/4” with quick connect 2 x |/4" quick connect
SENSOR CABLELENGTH 62,86 cm (24.75 in) shielded cable  62.2 cm (24.5 in) shielded cable 62.2 cm (245 in) 622 cm (245 in) 116.8 cm (46 in) shielded
POWER SOURCE  AC I10V/220V 4 x 1.5V button cell (LR44) 2 x 1.5V button cell (LR44) 2 x |.5V button cell (LR44) 2 x AA batteries
BATTERY LIFE n/a Approx. | year Approx. 1,000 hours of usage Approx. 1,000 hours of usage Approx. 750 hours of usa
DIMENSIONS 91x7.1x4em (36x28x 1.6in) 76x2x47cm(3x.8x19in) 76x2x47cm (3x.8x 1.9in) 76x2x47cm(3x8x 19in) 11.6x68x 1.8cm (4.6 x2
WEIGHT 275g(9.7 oz) 397g(l402) 794g(2802) 794 (28 02) 201.3g (7.1 oz2)
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