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EC/TDS testing for the commercial or industrial water treatment professional. This “mini’”’ controller

has an adjustable refay able to control a pump or valve.

71.5mm (2.96"

1.5mm <2.96"

44,0mm
17.4"

111.5mm ¢4.39"

| | 12.0mm (0.48">

Size reference only for : CIC-150-N /CIC-150-4 / CIC-152-N / CIC-152-4 / PPH-1000

Continuous and simultaneous monitoring and control for high output commercial systems.
* Controllers use stainless steel electrodes.

SPECIFICATION

PSC-50/ PSC-54

PSC-60D / PSC-64D

PSC-150

PSC-154

0-9999 ppm (mg/L); 0-10.0 ppe (g/L)

0-9999 ppm (mg/L); 0-10.0 ppt (g/L)

0-5000 ppm (mg/L); 0-9999 1S

0-5000 ppm (mg/L); 0-9999 1S

RANGE 0-9999 1S; 0-20.00 mS 0-9999 1S ;0-20.00 mS
ACCURACY +2% +2% +2% +2%

0-99.9 :0.1 ppm/pS; 0-99.9:0.1 ppm / pS; 0-999:0.1 ppm/ pS; 0-999:0.1 ppm/ pS;
RESOLUTION 100-9999 : Ippm / uS O.1ppt / mS 100-9999: | ppm / S 0.1ppt / mS 1000-9999: | ppm / 1S; 1000-9999: | ppm/ 1S;
ATC Yes (I - 65°C /33 - 149°F) Yes (1 - 65°C /33 - 149°F) Yes (1 - 65°C /33 - 149°F) Yes (I - 65°C /33 - 149°F)
CALIBRATION Digital to any point Digital to any point Digital to any point Digital to any point
SET POINT On-screen buttons On-screen buttons On-screen buttons On-screen buttons
RELAY CONTROLS Simple switch, user-defined set point n/a Simple Switch, user-defined set point Simple Switch, user-defined set point
ALARM Optional setting Optional setting Optional setting Optional setting
DISPLAY 2.3" LCD display w/ backlight 2.3" LCD display w/ backlight Bright, tri-color 5/8" L.E.D. display Bright, tri-color 5/8" L.E.D. display
PROBES 1/2” NPTF, 3 m (9.8 ft) cable 1/2" NPTF, 3 m (9.8 ft) cable 1/2” NPTF, 3 m (9.8 ft) cable 1/2” NPTF, 3 m (9.8 ft) cable
POWER SOURCE AC 110V / 220V AC 110V /220V AC |10V / 220V AC |10V / 220V
DIMENSIONS 96x48x 10cm (3.8x 1.9%x3.9in) 96x48x 10cm (38x 1.9x3.9in) 72x72x11.lcm (28x28x44in) 72x72x1l.1 cm (28x28x44in)
WEIGHT 261 g (9.2 02) 261 g (9.2 02) 230g (8.1 oz) 241 g (8.5 o2)
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