Autoranging AC Clamp Meter

® 3 3/4 digits LCD with backlit and analog bar graph.
® Test range : ACA, ACV, DCV, Q, Continuity, Frequency.

® Double injection outer case.

Functions :

® Continuity buzzer. (<40Q)

® Overload indication.

® | ow battery indication.

® Auto range.

® Auto power off. (30 minutes)

® D-H: data hold.

® )/ selection button for the composite
functions of €/ Continuity.

* MAX / MIN.

® Power supply.

¢ Dimension : 205x64x39 mm. (LxWxH).

® Weight : About 280g. (Including battery)

Clamp Meter
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600V |

Max measuring current 400A

Display counts 4000 Count

Max conductor size 30mm (11.8") ]
AC Current 0.01A~400A *(2.0% +10)
AC Voltage ~1mV~600V *£(0.8%+2)
DC Voltage 1mV~600V +(1.0%+3)
Resistance |0.12~40MQ £(1.0%+3)
Frequency Yes

400A True RMS AC Power Clamp Meter

® Functions W39, HV, HA, Phase segence,
Audible continuity test.

® Active, Reactive, Apparent power on.

® Phase sequence with one wire.

¢ Single / Three phase systems.

® Active, Reactive, Apparent energy on.
Power, Factor, cos@ on Single.

® Three phase systems.

® MAX / MIN / AVG function.

® Fast Peak function. (1ms)

® \/oltage / Current Harmonics up to
25th with THD %.

® Energy.

® Total Harmonic Distartion. (HTD%).

Specifications

® Auto range.

® Auto power Off.

® Data hold.

® Dimension : 205x64x39 mm. (LxWxH)

® Weight : 280g. (Including battery)

® Power : 2 batteries 1.5V AAA type.

® Continuity buzzer.(<40%Q)

® Frequency.

® Peak hold.

Max measuring current 400A
Display counts 10000 Count Backlit LCD
Max conductor size 30mm (11.8")

£ CAT I,
| 600V

AC Current  0.1~400.0A £(1.0% +3)
AC Voltage 0.1~599.9V *(1.0% +3)
DC Voltage 1 0.1~599.9V *(1.0% +3)
Resistance 0.10~199.90 +(1.0% +5)

400A HVAC Autoranging AC Clamp Meter

® 3 3/4 digits LCD with backlit and analog bargraph.
® Test range : ACA/UA, DCAJUA, ACV, DCV, 2, Continuity, Capacitance and Temperature.
® Use the test leads to measure the ACuA and DCuUA.

® Double injection outer case.

Max measuring current| 400A

Functions :
® Continuity buzzer. (<40Q)
® Overload indication.

Display counts
Max conductor size

4000 Count Backlit LCD
30mm (11.8")

0.1~4000uA/0.01A~400A

® Low battery indication. AC Current +(2.0% +10)

* Aut , - e

o Autto power off. (3 minutes) DC Current 0.1~4000uA *+(1.0% +2)
o b it Bl AC Voltage 1mV~600V *(1.0% +3)
* R-H : range hold. DC Voltage 1mV~600V *(0.8% +2)
* Power supply : Resistance 10.10~40MQ *(0.8% +2)

2 batteries 1.5V AAA type.

® Dimension : 205x64x39 mm. (LxWxH) | (Thermocouple : optional.)

® Weight : 280g. (Includnig battery)

Temperature (K-Type)

-50°C~1200°C and 158°F~1999°F

® Select : selection button for the composite functions of ACuA / DCuA, ACV / DCV and () / Continuity.
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