Three-Axis RF Field Strength Meter
50MHz To 3.5GHz Frequency Range

Specifications :

¢ Measurement range : 38mV/m to 20V/m.

e Frequency range : 50MHz ~ 3.5GHz.

e Manual data memory : Records Maximum & AVG.
e Memory Recall : adjustable.

¢ Calibration factor CAL.

e Sampling time : 2.5 times/sec.

e Power Supply : approx. 50hr.

¢ Dimension : 60x60x195mm. (LxWxH)

¢ Accessories : Instruction manual carrying case,battery.
¢ Batteries : 9V NEDA 1607, IEC 6F22 or JIS 006P.

¢ Alarm function : adjustable threshold with ON / OFF.
¢ Display : 3 3/4 digits maximum reading 3999.

Protection Holster

e Measurement units : mV/m , V/m , gA/m , mA/m , yW/m? , mW/m?, pW/cm?.
e Display resolution :
0.1mV/m, 0.1uA/m, 0.001 £z W/m?, 0.001uW/cm?, 0.01 V/m, 0.1mA/m, 0.01W/m?.

Three-Axis RF Field Strength Meter
TM-196 10MHz To BGHz Frequency Range

Specifications :

Model TM-196
Measurement range 38mV/m to 20V/m.
Display 3-3/4 digits maximum reading 3999.
| Frequency range 10MHZ_W SRR )
' Measurement units mV!m , Vim |, yA/m | mA/m prm2 , mW/m?2 , MW/cm?2

0.1mV/m, 0.01V/m, 0.1uA/m, 0.1mA/m,0.001 uW/ m?2

Display resolution ,0.01mW/ m2, 0.001uW/cm?

Manual data memory ' Records Maximum & AVG.

~Alarm function adjustable threshold with ON / OFF.

- Memory Recall | adjustable G5 i
Calibration factor CAL | The CAL setting range- is from 0.10 to 9.99. .
Samplmg Time : 3 times per second. |
:ﬁ:ﬁ:’;?dﬁ‘;mperat”re 0°C to 50°C ( 32°F to 122°F ). Max. 80% RH
Power Supply 9V battery(NEDA 1604 IEC 6F 22 JIS 006P)*1

Ettery life mapprox. S_r;aurs. : iy
Size j ' Main instrument : 370(L) X80(W) X80(H) mm

User's maneal. cosaiadsss 1 PC, Adapter x1PC

A i )
Gl Hard carrying case............... 1PC
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